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FLEX SERIES complete wall solution

Specifications

Series Description

Sustainability

Available Options

Functionality

 

Ordering Information & Lead Time

 

Contact your local NxtWall dealer for a customized quotation.
Demountable wall industry’s best standard lead time of 3-5 weeks.

Contact info@nxtwall.com for general questions.

Flex Series
Product Cut Sheet

NxtWall’s Flex Series is one of the most �exible, sustainable and 
a�ordable wall systems available on the market. It o�ers numerous 
options that are not commonly found within a demountable wall 
system. The Flex Series wall system �ts the needs of your workspace 
now and in the future. Wall �nishes are easily switched from solid to 
glass to whiteboard to tackable fabric panel, with minimal interruption. 
See what NxtWall’s Flex Series can do for your workspace.

•    Integrates with existing construction
•    Reversible doors and door frames
•    Height adjustable
•    Integrates with whiteboards and electronics with ease
•    Supports difficult building environments
•    Easy access to infrastructure and wiring
•    Extremely scalable and can be reconfigured overnight
•    Custom designed to meet your office configuration needs
 

•    Supports LEED™ building design
•    Reusable and reconfigurable
•    Up to 100% recyclable
•    Daylight harvesting with use 
      of our glass walls
•    Eco-friendly finishes available

 

Wall:   
Partition Coverstrips: 

Frame Material:
Maximum Height:  

Wall Thickness:  
Studs:   

Panel Options:  

                                                            
Glazing Options:

Door Options:  

Frame Finishes:

Door Hardware:

Doors:

Wall Panels:

 

•    Standard MS silver powerdercoat
•    Custom powdercoat
•    Clear anodized

•    Locking and non-locking barpulls
•    Numerous hardware options available

•    Options available for security, privacy, and
      accessibility
•    Sliding doors to maximize sq/ft
•    Swing doors
•    Aluminum framed
•    Veneer, glass, or laminate 
•    Single or double door options

•   Unlimited choices for 1/2” thick substrates 
     (glass, vinyl-wrapped gypsum, fabric-
     wrapped tackable softboard, laminates, etc...)

 

•   Corporate architectural wall
•    Thin: 1-1/6” Flat
•   Genesis: 1-9/16” Flat
•   Aluminum
•   20’ for floor-to-ceiling application, 
     8’ maximum for freestanding application
•   3-1/16”
•   Multi-directional studs or square angle
     corner posts
•   Unlimited choices for 1/2” thick substrates
     (vinyl-wrapped gypsum, fabric-wrapped
     tackable softboard, laminates, MDF, etc...)   
•   1/4” - 3/8” Single or double pane, clear 
     tempered
•   Solid, frameless glass, or aluminum
     framed (Any height between 7’-10’  sliding  
     or swing
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